
( TURNING RADIUS )

3 3/8" REF.

CAL. WT. 8.7 LBS.

( ASSEMBLED HEIGHT )
5 1/2"

( WORKING HEIGHT )
5.275 +/-.040

 3 7/16" REF. 

A

A

.575.575±.005

±.005

±.0052.383

±.005

3.150

4.115

2.383

4.647

±.005

1.181

.787

1.181

1.161

6 13/16" REF.

( FINE ADJUSTMENT )

3 PLACES APPLY LOCTITE #262

SECTION A-A

( POLY CUSHION )

B

C

C
C

( APPLY LOCTITE 603 )

C

( KING PIN PLOW BOLT )

DETAIL B

( JAM NUT )

( SLOTTED, FINE THREAD )

( TABBED LOCK WASHER )
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ITEM
NO. QTY. FILE NUMBER & DESCRIPTION PROTECTIVE

COATING
1 1 STR1500-2_MOUNTING PLATE YELLOW ZINC
2 3 94mb10150040-2_FULL THREAD YELLOW ZINC

3 1 94807516175pbslt SLOTTED 
PLOW_BOLT

4 2 94btwa2031 WASHER
5 1 94b1937 OILITE THRUST
6 1 STR1500-13_CAST HOUSING YELLOW ZINC
7 2 STR1500-1_SIDEPLATE YELLOW ZINC
8 1 S-126_HUB
9 1 S-126_POLY
10 2 94b6205-2rs_BEARING
11 1 94ba6157-tim CUP
12 1 94ba6075 CONE
13 1 94ba6157cap BEARING CAP

14 1 94mb12125030-1 SET SCREW BLACK OXIDE
15 1 94mn12125jhn JAM NUT SILVER ZINC
16 1 94n2075016jh JAM NUT SILVER ZINC

17 1 94w00750tblw TABBED LOCK WASHER
18 3 94mb12175080-1 FULL SHOULDER YELLOW ZINC
19 6 94w2026 1-2in WASHER SILVER ZINC
20 3 94mn12175nLhn NYLOCK NUT SILVER ZINC
21 1 STR1500-5 BUSHING
22 2 94w20438ussf WASHER SILVER ZINC
23 1 STR1650-9_POLY CENTER
24 1 94s136B46 O-RING


